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ABSTRACT
Rutherford backscattering and channelling analysis of high-dose, room-
temperature, ion-implanted germanium has revealed an anomalous near-surface
yield deficit. Implant dose and species dependencies and the effect of
annealing have been examined. A marked loss of implanted impurity was also
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noted. The yield deficit is attributed to the absorption of oxygen and other
"light mass contaminants into a highly porous implanted layer upon exposure to
air. Loss of implant species is attributed to enhanced sputtering effects.
Anomalous yield deficits have been observed in heavily implanted silicon, but
the effect is not as pronounced as in germanium.
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1. INTRODUCTION
Ion implantation is an important technique in the semiconductor industry
for doping Si and GaAs. Consequently, the associated damage and its
subsequent removal have been relatively well characterised in these
semiconductors [Mayer et al. 1970]. By contrast Ge, being of lesser
technological importance, has not been as extensively studied. However,
recent investigations [Appleton et al. 1982; Wilson 1982] have shown that
room-temperature implantation into Ge can result in near-surface structural
modifications which differ markedly from that typically observed in Si and
GaAs.
In particular, the Rutherford backscattering (RBS) and channelling
spectra from ion-implanted Ge exhibit a large near-surface yield deficit which
is correlated with an anomalously high incorporation of light mass impurities
into room-temperature implanted Ge [Appleton et al. 1982]. These light
impurities are absorbed into the surface after implantation, upon exposure to
air. Implantation and analysis without breaking vacuum showed no near-surface
yield deficit or impurity incorporation. Furthermore, channelling analyses
revealed that the yield deficit persists over the depth of the implantation
damage, and transmission electron microscopy (TEM) investigations showed that
the near-surface region is comprised of a highly porous, amorphous and part-
crystalline layer. Wilson [1982], using scanning electron microscopy (SEM),
showed a porous surface structure produced by self-implantation of Ge.
However, although some RBS examinations were made, neither yield deficit nor
uptake of impurities was observed, in contrast to the findings of Appleton et
al. [1982]. Furthermore, the latter workers also found that the anomalous
yield deficit in Ge was temperature-dependent, not being present at liquid
nitrogen temperatures and being much reduced at 275°C.
In this report detailed investigations of RBS yield deficits in ion-
implanted Ge and Si are described. In particular, the dose and species
dependence of anomalous yield deficits, loss of implant species and the
annealing behaviour have been studied for room-temperature, ion-implanted Ge.
The results have been published in abbreviated form elsewhere [Lawson et al.
1983]. Since Ge is the lightest ion so f ~ to have produced an anomalous
yield deficit [Appleton et al. 1982; Lawson et al. 1983], there is a need to
demonstrate the effect with very low mass ions; consequently, a preliminary
experiment is reported in which He ions were implanted into Ge.
Anoualous yield deficits in Si have not previously been reported. In
tin's stuu'y, we- have examined RBS spectra from heavily implanted Si to compare
them with those obtained from Ge and, in particular, to search for anomalous
behaviour.
2. EXPERIMENTAL
2.1 General
The spectra and results presented here are derived from 2.0 MeV He RBS
and channelling techniques using 170° and grazing-exit-angle geometries
[Wil l iams 1978] for optimum mass and depth resolution respectively. The 3 MeV
Van de Graaff accelerator at Lucas Heights was used in all cases.
2.2 Germanium
Bismuth, thallium, antimony and indium were implanted into (100) p-Ge
(5 x 1011 cm"2) at doses in the range 5 x 1014 to 1 x 1016 cm"2. The
implantations were performed at room temperature with the Ge samples offset by
x 7° to ensure no channelling effects. Current densities during implantationP
were typically 0.1 pA crn" , which is insufficient to raise the surface
temperature significantly [Dearnaley 1978]. The implant energies were chosen
to provide similar range distributions. For example, 90 keV implants of Bi
and Tl, and 70 keV implants of In and Sb have projected ranges R of -v- 23 nrn
and standard deviations AR of % 9 nm [Gibbons et al. 1975]. Values of R and
AR are included in Table 1.
A dose of 1.3 x 1017 He+ cm~2 was implanted at 2.0 MeV into (100) Ge with
<•>
the Van de Graaff accelerator. Current density was x 3.5 uA cm and range
distribution parameters were •». 5.7 \im and % 0.33 urn for R and AR
respectively. The samples were exposed to air at several stages during the
implantation.
2.3 Silicon
Elevated temperature implants were chosen since no anomalous yield
deficits have been reported at room temperature, and because the temperature
dependence of the Ge data suggests that higher temperatures may be more
suitable for observing the effect in Si. Antimony and arsenic were implanted
into (10Q) and (111) Si for substrate temperatures in the range 150 to 450°C.
Doses were 2 x 1015 cm"2 at 80 keV for Sb and 2 x 1016 cnf2 at 40 keV for Sb
_o
and As. The current density was typically 0.1 to 1.0 uA cm . Implantation
details and projected range parameters are given in Table 2.
3. RESULTS
On examination of the implanted Ge by RBS, a distinct yield deficit was
noted from the near-surface region. The series of spectra shown in Figure 1
illustrate the dose dependence of the effect for 90 keV Tl implantation into
(100) Ge. The yield deficit clearly increases with increasing dose.
Moreover, it is a maximum at the surface and decreases with depth over the
extent of the implantation damage, as indicated by the channelled spectra. If
the near-surface is assumed to be amorphous and have a density close to that
of crystalline Ge, the 'amorphous' layer of the spectrum in Figure Ic is about
70 to 80 nm thick, or roughly three to four times the R for 90 keV Tl.
However, the depth scale has not been given in Figure 1 since, as is
illustrated below, considerable variation in the structure, composition and
density of the implanted layer can result in drastic changes to the depth
scale. The dose dependence of the yield deficit was observed with all implant
species. Furthermore, after implantation the samples had an unusual black
appearance following exposure to air.
The random spectra from virgin Ge show a small near-surface peak followed
by a deeper region of lower yield. This results from oscillations in yield
when close to a planar channelling direction. Difficulty is sometimes
experienced in obtaining the ideal random spectrum from fixed angular settings
with the present goniometer, but this does not affect any of the results or
conclusions.
Another feature is the apparent loss of Tl with increasing dose (see
Figures Ib and Ic). This effect is characterised in Table 1, v/here implanted
and measured doses (from 170° spectra) are listed for the most heavily
implanted samples. A striking loss of implant material is observed for the
highest dose of all species.
The magnitude of the yield deficit is anomalously large since it cannot
be explained by the addition of implanted species into the near-surface
structure of the Ge. The magnitudes of 'implant-impurity-induced' yield
deficits are discussed in Section 4. The yield deficits from room-temperature
implanted Ge are dominated by the anomalous uptake of light impurities into
the porous surface structure.
Figure 2 shows RBS spectra which illustrate that the yield deficit is not
significantly dependent on the implanted species. Similar doses of In and Bi
result in a similar magnitude and distribution. The Bi channelled spectrum is
shown in line form as it was necessary to normalise it in terms of both yield
and depth. Channelling runs could not be taken at exactly the same scattering
geometry for the Bi- and In-implanted samples, hence the depth scale and yield
of one or other spectrum had to be normalised for accurate comparison.
Preliminary annealing measurements were carried out to ascertain the
effect of the anomalous near-surface structure on damage removal. Figure 3
shows that furnace annealing at 350°C for 30 min, then 400°C for 30 min, does
not significantly reduce the magnitude and distribution of the yield deficit.
This annealing sequence should be sufficient to recrystallise the amorphous Ge
completely [Lau et al. 1980]. The damage layer has recrystallised epitaxially
but only over approximately half its thickness. Considerable residual damage
is present in the near-surface region. Indeed, the channelling spectra
following the 350 and 400°C anneals were identical, indicating dramatic
inhibition of the epitaxial growth process in the surface region which
corresponded to the anomalous yield deficit.
The anomalous deficit was sought in He-implanted Ge. Figure 4 shows
spectra obtained after implanting 1.3 x 1017 He cm"2 at 2.0 MeV into (100) Ge.
No deficit is observed, the random spectrum being unchanged by the
implantation. However, in comparison with virgin Ge, the channelled spectrum
shows a considerable increase in the minimum yield (x • ) as a function of
depth in the sample.
Silicon samples implanted at various temperatures with Sb and As (see
Table 2) were examined for anomalous effects. Very obvious yield deficits
1 fi ?
were seen, especially from those samples implanted with 2 x 10 ions cm at
40 keV. However, as discussed in Section 4, significant implant-impurity-
induced deficits are expected because of the much larger ratio of impurity to
substrate scattering cross sections in Si compared to Ge. Although it is
tempting to assign the observed deficits to this effect alone, detailed
calculations are required to support the assumption. Preliminary results
obtained from such calculations are discussed in Section 4.
Figure 5 shows typical spectra from high-temperature (250°C), high-dose,
Sb-implanted Si. Comparison between the random spectra from virgin and
implanted samples suggests a yield deficit which corresponds in depth with,
and reflects the shape of, the implanted Sb distribution. The channelled
spectrum indicates that the residual damage consists most probably of an
amorphous layer with a thickness of about 2R . The magnitude of the yield
deficit does not change appreciably with temperature although the shape alters
slightly. Similar effects were seen in spectra from high-dose, As-implanted
Si. Higher temperature implants for both As and Sb species showed additional
features, notably regions of non-amorphous, deep disorder [Csepregi et al.
1976], redistribution of the implanted species, and incomplete amorphousness
of the near-surface region. If there are anomalous yield deficits in the
spectra from implanted Si, these features may be relevant, but they have not
been investigated further in this study.
4. DISCUSSION
Yield deficits in the high-dose Ge spectra are typically >20 per cent of
the surface edge height. Normally the yield from an elemental substrate is
independent of its atomic density. However, when composition changes occur
due to the presence of an impurity species, the yield is reduced. The yield
deficit which results from incorporation of the implanted species is referred
to as 'impurity-induced1, to distinguish it from the anomalous case in which
impurities are absorbed into the porous structure following exposure to air.
The magnitude of the impurity-induced yield deficit in ion-implanted samples
can readily be calculated.
Implantation profiles are commonly described by a Gaussian form with the
peak impurity concentration given by the formula
A R p / 2 * (1)
where <j> is the fluence or ion dose and AR is the standard deviation of the
projected range R . This peak impurity concentration can be used to give a
first approximation to the expected impurity-induced yield deficit. However
for the present analysis, the peak concentration was determined from the
spectral data. This method is more accurate and removes the need for such
corrections as those for the difference between actual and nominal implant
dose, the loss of implant species due to sputtering effects, and
redistribution due to diffusion. The peak Tl concentration in the 1 x
10~iC Tl cm~2 case is 2.6 x 1020 Tl cm~3 or 0.6 dt.%. The magnitude of the
yield deficit at the Ge surface for the case of 0.6 at.% Tl is calculated to
be 1 per cent of the edge height of unimplanted Ge. This is much less than
that observed (see Figure 1) hence the yield is considered anomalous. Similar
anomalous behaviour is found for all the high implant dose Ge samples. Of
course, the self-implantation results of Appleton et al. [1982] provide
striking evidence for the anomalous nature of the deficit.
The situation is more complex for the Si samples. For example, a most
obvious yield deficit is expected and found in Si implanted with 2 x
1 fi ?10 Sb cm~ at 40 keV. The corresponding peak Sb concentration is equivalent
to 14 at.% Sb in Si. The impurity-induced yield deficit is calculated to have
a maximum value of 22 per cent of the Si surface edge. From Figure 5, it can
be seen that the yield deficit has a maximum value of -v 33 per cent, which is
quite different from that calculated, and suggests the presence of an
anomalous component in the deficit. In all Sb- and As-implanted samples
examined, the measured deficit was larger than the calculated deficit by a
factor of up to 1.6. This discrepancy is outside experimental and
computational uncertainties. To test the method of calculation, we examined
experimental spectra from SiCL on Si, and also generated simulated implant
spectra using the program of Ziegler et al. [1976]. In both cases, the
measured and calculated deficits are identical.
17 9The RBS spectra of 1.3 x 10 cm *• He-implanted Ge show no yield deficit.
There are a number of reasons for this. First, the implantation energy and
corresponding particle range is such that surface and near-surface effects are
unlikely. The channelled spectrum (Figure 4) indicates little surface damage.
The stopping power of the He in the near-surface region is less than the
maximum and mainly electronic. Second, the implantation temperature is not
well known. The Ge sample was surrounded by a cold (77 K) electron suppression
shield to reduce its temperature. On the other hand, the power dissipated by
o
the beam (-7 W cnf ) was enough to raise the temperature significantly
[Dearnaley 1978]. Although standard deviation AR and dose were unusually
p pi 3large in this experiment, the peak concentration was only 1.6 x 10 cm
(based on Equation 1) and R was 5.7 pm. Consequently, no impurity-induced
yield deficit was anticipated. Of course, lower He implantation energies
could give rise to an anomalous deficit.
A very plausible explanation for the anomalous yield deficit observed in
ttie Ge 3BS spectra is the incorporation of large concentrations of light
contaminants into the near-surface region of the implanted Ge. It is to be
noted here that, owing to the dependence of the Rutherford cross section on
atomic number, low mass impurities cannot be seen in the RBS spectra. Oxygen
and carbon have been identified by Appleton et al. [1982] using nuclear
reaction analysis. Other low mass contaminants such as N and H may also be
present but have not as yet been investigated. Microscope studies (TEM by
Appleton et al. [1982] and SEM by Wilson [1982]), indicated that Ge samples
implanted at room temperature have a complex damaged surface region composed
of three distinct layers. The uppermost layer is highly porous, part
amorphous, part polycrystalline, and contains many surface craters. Below
this is a more uniform amorphous layer separated from the single crystal
substrate by a dislocation-rich, single-crystal region. It appears that on
annealing, only the deeper layers regrow epitaxially while the upper porous,
contaminated layer recrystallises in a polycrystalline manner.
Another striking feature of the Ge RBS spectra is the loss of implant
species. It is likely that this is due to sputtering enhanced by the
increased surface area. Sputtering calculations, assuming a normal surface,
give implant species losses much less than that observed. For example, the
sputtering yield for 90 keV Tl-implanted Ge is about 6 Ge atoms per incidenti ft ?Tl ion [Anderson and Bay 1982]. Based upon this, a dose of 1 x 10 Tl cm"
ought to result in the collection of more than 80 per cent Tl whereas only 32
per cent was found. It is suggested that the exposure of a larger surface
area through the development of a porous structure leads to enhanced loss of
material by sputtering (both Ge and Tl).
As far as we are aware, anomalous yield deficits corresponding to porous
near-surface layers have not been observed for room-temperature implants into
Si. Our observation of an anomalous yield deficit in Si for elevated implant
temperatures suggests that mobile defects may contribute to the generation of
a porous structure. We have suggested elsewhere [Lawson et aK 1983] that
such a process explains the temperature dependence of the effect in Ge. This
defect mobility would be expected to be lower in Si than in Ge at the same
temperature, consistent with the relative amorphous/crystalline transition
temperature [Wilson 1982] in these mc'.erials.
5. CONCLUSIONS AND SUMMARY
It has been shown that room-temperature ion-implantation into Ge can
produce an anomalous yield deficit and associated loss of implant species.
Both become more significant as the dose increases. It is noted that the
extent of the yield deficit is considerably greater than the R , and
coincident with the extent of implantation damage.
Furnace annealing of Ge above the amorphous/crystalline transition
temperature does not reduce the magnitude and distribution of the deficit,
although the implant-damage width decreases noticeably. There is a dramatic
reduction in the epitaxial regrowth process in the region of the yield
deficit. This feature will obviously be very significant should Ge become
technologically more important.
The anomalous yield deficit appears to result from the absorption of low
mass impurities on exposure to air. The loss of implant species is explained
by enhanced sputtering from a porous surface layer. The lack of complete
annealing arises, in part, from polycrystallinity in the near-surface region,
a high fraction of near-surface, low mass impurities, and also from a porous
structure.
No anomalous deficit was seen in Ge implanted with 2.0 MeV He ions. It
appears that the damage produced by these highly energetic ions is deep (a few
micrometres) and no porous surface region is created to absorb low rass
impurities. Furthermore, the implantation temperature may be above the
amorphous/crystalline transition temperature.
For Si> our experimental data suggest the presence of anomalous yield
deficits but the effect is not as large as has been observed in Ge. More
experimental work will be undertaken to identify clearly this anomalous
component, with particular attention to high-dose Si into Si implants. In
addition, a search will be made for the anomalous deficit in ion-implanted
GaAs.
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TABLE 1
NOMINAL IMPLANTED AND MEASURED DOSES FOR
VARIOUS SPECIES IN GERMANIUM
Species
Tl
Bi
Sb
In
Energy
(keV)
90
90
70
70
(nm)
22.1
21.9
21.9
22.3
ARP(nm)
8.1
8.0
9.6
9.9
Nominal Dose
(cm-2)
1.0 x 1016
3.0 x 1015
5.0 x 1014
1.0 x 1016
3.0 x 1015
1.2 x 1016
6.0 x 1015
1.0 x 1016
Measured Dose
(cm'2)
3.2 x 1015
3.3 x 1015
3.1 x 1014
8.4 x 1015
3.7 x 1015
6.1 x 1015
5.1 x 1015
5.3 x 1015
Loss
(*)
68
16
50
47
12
TABLE 2
IMPLANTATION DETAILS - Sb AND As IMPLANTED INTO Si
AT ELEVATED TEMPERATURES
80 keV 40 keV
Dose Temperature Dose- Temperature
(100) and (111) Sb (111) Sb
R = 38.5 nm AR = 11.8 run R = 23.0 nm AR = 7.1 nm
°C
150
200
2 x 1015 cm'2 250 2 x 1016 cm'2
300
350
400
°C
250
300
350
1
 400
450
(111) As
R = 26.9 nm AR = 9.9 nm
2 x 1016 cm'2
°C
150
200
250
300
350
400
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